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LADDER ANCHOR / MERDIVEN ANKRAJI

SAFETY Data Sheet

Certification / Sertifikasyon Max. Number of User / Maksimum Kullanici Sayisi
-
CENTS
ENT95:2012 16415:2013 2 'i‘
TYPEA  Typea

EDIN ) * Material /Malzeme: ST 37 Steel / ST 37 Celik
* Lenght/ Uzunluk: 80 cm to 230 cm / 80 cm'den 230 cm'’e.

0 $ * Strenght / Mukavemet: 13 kN

* Max. User / Maks. Kullanici: 2 persons / 2 kigi

_ DIKKAT ! JATTENTION ! DUSUS DURDURMA KEMERI (EN361)
YUKSEKTE GALISMA BU NOKTADAN LE BIRLIKTE ANKRAJ NOKTASI

AR BASLMAKTIOR || OLAACKULA = Standard / Standart: EN795/A:2012, CEN/TS 16415/A:2013 tested, approved, and certified by QUINTIN

() EN 795/A:2012 / CEN/TS 16415/A:2013 CERTIFICATIONS

() EN795/B:2012 / CEN/TS 16415/8:2013 ﬂﬂ

UYARI: SISTEMIN PERIYODIK KONTROLU YILDA EN AZ BiR DEFA YAPILMALIDIR.

ATTENTION : ANCHORS must be checked by a qualified person at least once a year.
Ankraj / Anchorage

OD-EXT | OD-BH | OD-S6 | OD-FLASH | OD-FQ |OD-RB44| OD-IBR 140 | OD-IBR 160 | OD-IBR 180
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Kurulum Tarihi / Installation Date
Kurulum Uzmani / ion By
Yetkili Kisi / Authorized Only

Maksimum Kullanic1 / Max. Users

Bir Sonraki Kontrol Tarihi |
/ Next Control Date |

(EN) OD-EXT has been specially designed to be mounted on all kinds of structural elements, especially marine type vertical ladders with R&D studies and experience. The user can safely complete his ascent and
descent with the EN 360 standard retractable fall arrest to be mounted according to the height of the ladder and / or the height to be climbed. It has been developed as an alternative solution in order to reduce
the extra investment and operating cost brought by the vertical lifeline, and it is a user-friendly product that improves the costs of enterprises and offers ease of use to the personnel.

(TR) OD-EXT, Ar-Ge galismalari ve tecriibe birikimi ile gemici tip dikey merdivenler basta olmak lizere her tiirlii yapi elemanina ankraj noktasi olugturmasi ve montajlanabilmesi igin 6zel olarak tasarlanmistir. Mer-
diven yiiksekligine ve/veya cikilacak yiikseklik metrajina gére montajlanacak EN 360 standardina sahip geri sarimli diigiis durdurucu ile kullanicinin tirmanigini ve inisini glivenle tamamlamasini saglamaktadir.

Kalici dikey yasam hattinin getirdigi ekstra yatinnm ve isletme maliyet ylikiinii azaltmak amaciyla alternatif ¢oziim olarak gelistirilmistir ve isletmelerin maliyetlerini iyilestiren ve personele kullanim kolayligi sunan
kullanici dostu bir trinddir.
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